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stk ieioioor. SECTION VII-SPILL OR LEAK PROCEDURESWtiomickiomiiiiiiionki

SK?§S TO BE TAKEN IN CASE MATERIAL IS RELEASED DOR SPILLED: REMOVE ALL SOURCES
OF IGNITICN. AVOID BREATHING VAPORS. VENTILATE AREA. REMOVE WITH INERT
ABSORBENT AND NON-SPARKING TOOLS.

WASTE DISPGSAL METHODS: DISPOSE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IMN APPROVED FACILITY. DO NOT INCINERATE CLOSED
CONTAINERS.

sskdorsokooiokioss SECTION VITI-SPECIAL PROTECTION INFORMATION siikiicidoriiickion

RESPIRATORY PROTECTION: IN DUTDODR OR DPEN AREAS USE NIDSH APPROVED
MECHANICAL FILTER RESPIRATOR.

IN RESTRICTED VENTILATION ARFAS USE NIDSH APPROVED CHEMICAL-MECHANICAL
FILTERS.

IN CONFINED AREAS USE NIDSH APPROVED AIR LINE TYPE RESPIRATORS OR HOODS.

VENTILATION: WHERE EMPLOYEES MAY BE EXPDSED, PROVIDE GENERAL DILUTION OR LOCAL
EXHAUST VENTILATION IN VOLUME AND PATTERN TO KEEP TLV OF HAZARDOUS INGREDIENTS
IN SECTION II BELDW RECOMMENDED CACGIH) DR REGULATED (OSHA)Y LIMIT. WHERE
EMPLOYEES WILL NOT BE EXPOSED, KEEP LEL IN SECTION II BELOW 257 OF LIMIT.

PROTECTIVE GLOVES: X RECOMMENDED REQUIRED

EYE PROTECTION: USE SAFETY EYEWARE DESIGNED TO PROTECT AGAINST SPLASH DF

L™ ™yIDS. :

\/f‘

OTHER PROTECTIVE EQUIPMENT: PREVENT PROLONGED SKIN CONTACT WITH CONTAMINATED
CLOTHING. :

sk lokiokciols. SECTTON IX=SPECIAL PRECAUTIONS seckicickiciioriiciididiokiok
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: DO NDT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITIES IN BUILDINGS DESIGNED FDR STORAGE OF FLAMMABLE LIQUIOS.

OTHER PRECAUTIONS: 00 NOT TAKFE INTERNALLY. CONTAINERS SHDULD BE GROUNDED
WHEN POURING. AVOID FREE FALL OF LIQUID IN EXCESS OF A FEW INCHES.

DG NOT SAND, FLAME CUT, BRAZE OR WELD THE DRY COATING WITHDUT NIOSH
APPROVED RESPIRATOR OR APPROPRIATE VENTILATION.

DBSERVE PRECAUTIONARY LABEL WARNINGS.
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